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DT.3060

ARCHINTO ADJUSTABLE

PRODUCT DESCRIPTION

Round recessed down-light dimmable. Adjustable 25° tilt,
350 deg rotation. IP54 Compact dimensions; Highest
colour rendering. Fire-rated EN1363-1:2020 Supplied
with remote dimming driver

Shallow discreet anti-glare look, directional. Sufficient
angle of tilt. Fire-rated. Suitable for all general downlight
applications.

For more information, please refer to Archinto data
sheet

Unique Product Code: ALU-RAL-
WHI-10W-270-300-400-25D-45D-DAL-CAS-010-PHA-NA-53X-75-
REM

Construction
Aluminium body and internal
components

Colour (RAL
finish)

RAL on request, WHITE -11

Light source 10w LED (837 nom. lm)

Colour temp. 2700K, 3000K, 4000KCRI 90

Beam angle 25 deg, 45 deg

Controls
DALI, Casambi (blue-tooth control of
each fixture), 0-10V, Phase (remote)

Optional
accessories

n/a

Dimensions
(mm)

53 x 85

https://detaillighting.co.uk/wp-content/uploads/2025/10/Archinto-DT.3060-Data-sheet.pdf
https://detaillighting.co.uk/wp-content/uploads/2025/10/Archinto-DT.3060-Data-sheet.pdf
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Cut out
Dimension (mm)

75

Special Notes
Remote 3-hour emergency pack
available on request.

VARIATIONS

Description
Colour (RAL

finish)
Light source Colour temp.

Beam
angle

Controls
Optional

accessories
RAL on
request

10w LED (837
nom. lm)

2700K 25 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

2700K 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

2700K 25 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

2700K 25 deg Phase (remote) n/a

RAL on
request

10w LED (837
nom. lm)

2700K 45 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

2700K 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

2700K 45 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

2700K 45 deg Phase (remote) n/a

RAL on
request

10w LED (837
nom. lm)

3000K 25 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

3000K 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

3000K 25 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

3000K 25 deg Phase (remote) n/a
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Description
Colour (RAL

finish)
Light source Colour temp.

Beam
angle

Controls
Optional

accessories
RAL on
request

10w LED (837
nom. lm)

3000K 45 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

3000K 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

3000K 45 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

3000K 45 deg Phase (remote) n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 25 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 25 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 25 deg Phase (remote) n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 45 deg DALI n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 45 deg 0-10V n/a

RAL on
request

10w LED (837
nom. lm)

4000KCRI 90 45 deg Phase (remote) n/a

WHITE -11
10w LED (837
nom. lm)

2700K 25 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

2700K 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

2700K 25 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

2700K 25 deg Phase (remote) n/a
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Description
Colour (RAL

finish)
Light source Colour temp.

Beam
angle

Controls
Optional

accessories

WHITE -11
10w LED (837
nom. lm)

2700K 45 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

2700K 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

2700K 45 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

2700K 45 deg Phase (remote) n/a

WHITE -11
10w LED (837
nom. lm)

3000K 25 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

3000K 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

3000K 25 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

3000K 25 deg Phase (remote) n/a

WHITE -11
10w LED (837
nom. lm)

3000K 45 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

3000K 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

3000K 45 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

3000K 45 deg Phase (remote) n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 25 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 25 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 25 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 25 deg Phase (remote) n/a
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Description
Colour (RAL

finish)
Light source Colour temp.

Beam
angle

Controls
Optional

accessories

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 45 deg DALI n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 45 deg
Casambi (blue-
tooth control of
each fixture)

n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 45 deg 0-10V n/a

WHITE -11
10w LED (837
nom. lm)

4000KCRI 90 45 deg Phase (remote) n/a

PRODUCT DESCRIPTION

Round recessed down-light dimmable. Adjustable 25° tilt, 350 deg rotation. IP54 Compact dimensions; Highest
colour rendering. Fire-rated EN1363-1:2020 Supplied with remote dimming driver

Shallow discreet anti-glare look, directional. Sufficient angle of tilt. Fire-rated. Suitable for all general downlight
applications.

For more information, please refer to Archinto data sheet

https://detaillighting.co.uk/wp-content/uploads/2025/10/Archinto-DT.3060-Data-sheet.pdf

