
Telephone: 01908 613 256 | Email: sales@detaillighting.co.uk

Address: Unit 1, Bringewood Forge, Tanners Drive, Blakelands, Milton Keynes, MK14 5FJ

DL150-28w

IMS

PRODUCT DESCRIPTION

Interchangeable light engine system. Choose 20w or 28w.
The IMS family using superior optics , supplied Tridonic
driver

FULL DATA & PHOTOMETRY

Unique Product Code: CUSRAL-18W-270-300-400-24D-60D-DAL-
CAS-010-PHA-REM

Colour (RAL
finish)

custom RAL to order, RAL9016

Light source
18w LED (1100 exit lms) 30v 450mA
UGR16

Colour temp. 2700K, 3000K, 4000KCRI 90+

Beam angle 24 deg, 60 deg

Controls
DALI, Casambi allows dimming
control of each fixture, 0-10V, Phase
(remote)

Optional
accessories

Remote driver

VARIATIONS

Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg 0-10V Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg Phase (remote) Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg

Casambi allows
dimming
control of each
fixture

Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg 0-10V Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg Phase (remote) Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg 0-10V Remote driver
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg Phase (remote) Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg

Casambi allows
dimming
control of each
fixture

Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg 0-10V Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg Phase (remote) Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg 0-10V Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg Phase (remote) Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg DALI Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg

Casambi allows
dimming
control of each
fixture

Remote driver
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg 0-10V Remote driver

custom RAL
to order

18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg Phase (remote) Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg DALI Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 24 deg Phase (remote) Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg DALI Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

2700K 60 deg Phase (remote) Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg DALI Remote driver
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 24 deg Phase (remote) Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg DALI Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

3000K 60 deg Phase (remote) Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg DALI Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

24 deg Phase (remote) Remote driver
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg DALI Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg

Casambi allows
dimming
control of each
fixture

Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg 0-10V Remote driver

RAL9016
18w LED (1100 exit
lms) 30v 450mA
UGR16

4000KCRI
90+

60 deg Phase (remote) Remote driver

PRODUCT DESCRIPTION

Interchangeable light engine system. Choose 20w or 28w. The IMS family using superior optics , supplied Tridonic
driver

FULL DATA & PHOTOMETRY


