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DT.JAY7225-POST-IP65

Jay Post IP65

PRODUCT DESCRIPTION

Low post mounted round LED amenity light. Fixed, direct
downward light,  dimmable.

Contemporary look, set-back LED good output IP65.

Available with anti-glare accessories.

For more information, please refer to Jay Post IP65 data
sheet

Unique Product Code: -ANY-
MAT-68W-24D-35D-60D-270-300-400-CRI-3-CAS-PHA-WIT-
WIT-80X-NA-SUP

Construction Die Cast Aluminium / CNC machining

Colour (RAL
finish)

Any custom RAL, Matt black 9005

Light source 6.8w LED (600 lms nom) 240v GU10

Beam angle 24 deg, 35 deg, 60 deg

Colour temp. 2700K, 3000K, 4000K, CRI 90+

Macadam 3

Controls
Casambi (allows individual control of
each fixture), Phase (remote)

Base Options With base, Without base

Dimensions
(mm)

80 x 100

Cut out
Dimension (mm)

n/a

https://detaillighting.co.uk/wp-content/uploads/2023/05/Jay-Post-data-sheet.pdf
https://detaillighting.co.uk/wp-content/uploads/2023/05/Jay-Post-data-sheet.pdf


Telephone: 01908 613 256 | Email: sales@detaillighting.co.uk

Address: Unit 1, Bringewood Forge, Tanners Drive, Blakelands, Milton Keynes, MK14 5FJ

Special Notes Supplied with honeycomb

VARIATIONS

Description
Colour (RAL

finish)
Light source

Beam
angle

Colour
temp.

Controls
Base

Options

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 2700K
Casambi (allows
individual control of
each fixture)

With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 2700K
Casambi (allows
individual control of
each fixture)

Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 2700K Phase (remote) With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 2700K Phase (remote) Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 3000K
Casambi (allows
individual control of
each fixture)

With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 3000K
Casambi (allows
individual control of
each fixture)

Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 3000K Phase (remote) With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 3000K Phase (remote) Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 4000K
Casambi (allows
individual control of
each fixture)

With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 4000K
Casambi (allows
individual control of
each fixture)

Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 4000K Phase (remote) With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg 4000K Phase (remote) Without base
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Description
Colour (RAL

finish)
Light source

Beam
angle

Colour
temp.

Controls
Base

Options

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg CRI 90+
Casambi (allows
individual control of
each fixture)

With base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg CRI 90+
Casambi (allows
individual control of
each fixture)

Without base

Any custom
RAL

6.8w LED (600 lms
nom) 240v GU10

24 deg CRI 90+ Phase (remote) With base

PRODUCT DESCRIPTION

Low post mounted round LED amenity light. Fixed, direct downward light,  dimmable.

Contemporary look, set-back LED good output IP65.

Available with anti-glare accessories.

For more information, please refer to Jay Post IP65 data sheet

https://detaillighting.co.uk/wp-content/uploads/2023/05/Jay-Post-data-sheet.pdf

