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DT. BS3157 NICHE

Mini Allegro IP67 Niche

PRODUCT DESCRIPTION

Recessed down-light fixed with optional anti-glare shield.
24v DC dimmable, IP rated.

Smallest dimensions, discreet with medium or narrow
beam. Great for niches and soffits also.

For more information, please refer to Mini Allegro IP67
Niche data sheet

Unique Product Code: DIE-ANY-BRU-LUM-270-300-
CRI-15D-36D-DAL-CAS-010-PHA-ANT-35M-CUS-OPT-SUP

Construction
Die-cast aluminium, Stainless steel
316S (marine grade)

Colour (RAL
finish)

Any custom RAL, Brushed stainless
steel

Light source Luminus CXM-4 3W DC24V

Colour temp. 2700K, 3000K, CRI 90

Beam angle 15 deg, 36 deg

Controls
DALI, Casambi allows dimming
control of each fixture, 0-10V, Phase
(remote)

Optional
accessories

Anti-glare baffle

Cut out
Dimension (mm)

35 mm (fixed by spring)

https://detaillighting.co.uk/wp-content/uploads/2024/06/Mini-Allegro-DT.BS3157-NICHE-24v.pdf
https://detaillighting.co.uk/wp-content/uploads/2024/06/Mini-Allegro-DT.BS3157-NICHE-24v.pdf
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Special Notes

Custom finishes subject to extra
charge, Optional anti-glare ‘half-
shield', Supplied with conversion
spring for use as niche-light

VARIATIONS

Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 15 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 15 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 15 deg Phase (remote) Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 36 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 36 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

2700K 36 deg Phase (remote) Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 15 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 15 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 15 deg Phase (remote) Anti-glare baffle
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 36 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 36 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

3000K 36 deg Phase (remote) Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 15 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 15 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 15 deg Phase (remote) Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 36 deg DALI Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 36 deg 0-10V Anti-glare baffle

Any custom RAL
Luminus CXM-4 3W
DC24V

CRI 90 36 deg Phase (remote) Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 15 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 15 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 15 deg Phase (remote) Anti-glare baffle
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories
Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 36 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 36 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

2700K 36 deg Phase (remote) Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 15 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 15 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 15 deg Phase (remote) Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 36 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 36 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

3000K 36 deg Phase (remote) Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 15 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 15 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 15 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 15 deg Phase (remote) Anti-glare baffle
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Description
Colour (RAL

finish)
Light source

Colour
temp.

Beam
angle

Controls
Optional

accessories
Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 36 deg DALI Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 36 deg
Casambi allows
dimming control
of each fixture

Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 36 deg 0-10V Anti-glare baffle

Brushed
stainless steel

Luminus CXM-4 3W
DC24V

CRI 90 36 deg Phase (remote) Anti-glare baffle

PRODUCT DESCRIPTION

Recessed down-light fixed with optional anti-glare shield. 24v DC dimmable, IP rated.

Smallest dimensions, discreet with medium or narrow beam. Great for niches and soffits also.

For more information, please refer to Mini Allegro IP67 Niche data sheet

https://detaillighting.co.uk/wp-content/uploads/2024/06/Mini-Allegro-DT.BS3157-NICHE-24v.pdf

