Detail | lighting

DT.RJ47-90 / (add suffix see
below)

POLARIS 2 65

PRODUCT DESCRIPTION

Contemporary look, minimum dimensions. Trimless with
good output. Suitable for general downlight applications

For more information, please refer to Polaris Data sheet

Unique Product Code: -ANY-BLA-12W-PLE-270-300-400-CRI-
TUN-30D-DAL-010-PHA-NA

Construction Die-cast aluminium

Colour (RAL

. Any custom RAL, Black 10
finish)

12w x2 LED (2800 Ims) 700mA, Please
contact us for alternative sources
2700K, 3000K, 4000K, CRI 90,

Tuneable to order

Light source

Colour temp.

Beam angle 30 deg

Macadam <3

Controls DALI, 0-10V, PHASE DIMMING
Cut Out 139 x 69

Dimension (MM)
Dimensions(mm) 113 x 139

Optional

. n/a
accessories

Remote driver required. Wire in
Special Notes series. Requires first-fix frame before
plastering.

Telephone: 01908 613 256 | Email: sales@detaillighting.co.uk
Address: Unit 1, Bringewood Forge, Tanners Drive, Blakelands, Milton Keynes, MK14 5F


https://detaillighting.co.uk/wp-content/uploads/2022/12/polaris2_65_data_sheet.pdf

VARIATIONS

Description

Colour (RAL
finish)

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Detall I lighting

Light source

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

Please contact us for
alternative sources

Colour
temp.

2700K

2700K

2700K

3000K

3000K

3000K

4000K

4000K

4000K

CRI'90

CRI 90

CRI'90

Tuneable to
order

Tuneable to
order

Tuneable to
order

2700K

Beam
angle

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

Controls

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

Optional
accessories

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a
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Description

Colour (RAL

finish)
Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Any custom
RAL

Black 10

Black 10

Black 10

Black 10

Light source

Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

Colour
temp.

2700K

2700K

3000K

3000K

3000K

4000K

4000K

4000K

CRI' 90

CRI'90

CRI'90

Tuneable to
order

Tuneable to
order

Tuneable to
order

2700K

2700K

2700K

3000K

Beam

angle

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

Controls

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

Optional
accessories

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a
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Description

Colour (RAL
finish)

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Black 10

Light source

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

12w x2 LED (2800 Ims)
700mA

Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources
Please contact us for
alternative sources

Colour
temp.

3000K

3000K

4000K

4000K

4000K

CRI' 90

CRI'90

CRI'90

Tuneable to
order

Tuneable to
order

Tuneable to
order

2700K

2700K

2700K

3000K

3000K

3000K

4000K

Beam

angle

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

30 deg

Controls

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

0-10V

PHASE
DIMMING

DALI

Optional
accessories

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

n/a

Address: Unit 1, Bringewood Forge, Tanners Drive, Blakelands, Milton Keynes, MK14 5F
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. . Colour (RAL ) Colour Beam Optional
Description L. Light source Controls .
finish) temp. angle accessories
Please contact us for
Black 10 ) 4000K 30deg 0O-10V n/a
alternative sources

Please contact us for PHASE
Black 10 ) 4000K 30 deg n/a
alternative sources DIMMING

Please contact us for
Black 10 ) CRI 90 30deg DALI n/a
alternative sources

Please contact us for
Black 10 ) CRI90 30deg 0O-10V n/a
alternative sources

Please contact us for PHASE

Black 10 ) CRI90 30 deg n/a
alternative sources DIMMING
Please contact us for Tuneable to

Black 10 ) 30deg DALI n/a
alternative sources order
Please contact us for Tuneable to

Black 10 ) 30deg 0O-10V n/a
alternative sources order
Please contact us for Tuneable to PHASE

Black 10 ) 30 deg n/a
alternative sources order DIMMING

PRODUCT DESCRIPTION

Contemporary look, minimum dimensions. Trimless with good output. Suitable for general downlight applications

For more information, please refer to Polaris Data sheet

L 4 ]

113 W I
St

L139x69

cut-out
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