Detall I lighting

DT.5978

PUNTO SQUARE
TRIMLESS \ R/

PRODUCT DESCRIPTION

Square LED recessed trimless downlight. Fixed

Contemporary look, set-back LED. Trimless with good
output. Suitable for all general downlight applications.
(TUNEABLE DIM-TO-WARM OPTION)

For more information, please refer to Punto Square
Trimless Fixed data sheet

Unique Product Code: DIE-RAL-WHI-10W-14W-DIM-GU1-
TUN-240-270-300-400-DIM-TUN-10W-14W-GU1-3-DAL-CAS-010-
PHA-140-100-ELO-ETC-FHR-HON

Construction Die Cast Aluminium
Colour (RAL

. RAL on request, WHITE -11
finish)

10w LED (940 Ims nom.), 14w LED
(1300 Ims nom.), Dim to Warm, GU10
6.5w LED (560 Ims nom.) 240v,
Tunable White (DT8)

2400K (special order), 2700K, 3000K,

Light source

Colour temp. 4000K, Dim-to-warm, Tunable White
(DT8)
10w 15° 24° 36° 50°, 14w 20° 36° 50°,
Beam angle

GU10 12°, 24°-36° 50°
Macadam 3

DALI, Casambi (blue-tooth control of

Controls )
each fixture), 0-10V, PHASE DIMMING
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Dimensions
140 x 99

(mm)
Cut out

. . 100 x 100
Dimension (mm)
Optional Elongating lens, Etched glass,
accessories Firehood or FIRE-DISK, Honeycomb
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Contemporary look, set-back LED. Trimless with good output. Suitable for all general downlight applications.
(TUNEABLE DIM-TO-WARM OPTION)
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