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DT.WL3109

ROTONDO

PRODUCT DESCRIPTION

Mini round LED path light; low-glare. Fixed asymmetric
30° beam. IP65 dimmable. Supplied with recessing tube

Contemporary minimal, glare free. Suitable for step-
washing and general orientation lighting.

For more information, please refer to Rotondo data
sheet

Unique Product Code: WL3109-C-D-K-N-T-3W-3K-4K-NA-B-S-W-
NA-NA

Product Series WL3109

Dimming Type
C = CASAMBI Dimming, D = DALI
Dimming, K = 0-10V Dimming, N = No
Dimming, T = Triac Dimming

Watts (W) 3w = 3

Colour
Temperature

3K = 3000K, 4K = 4000K

Optical Angle (°) n/a

Finishes B = Black, S = Special, W = White

Accessory 1 n/a

Accessory 2 n/a

VARIATIONS

https://detaillighting.co.uk/wp-content/uploads/2025/02/Rotondo-Data-Sheet.pdf
https://detaillighting.co.uk/wp-content/uploads/2025/02/Rotondo-Data-Sheet.pdf
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Description
Product
Series

Dimming
Type

Watts
(W)

Colour
Temperature

Optical
Angle

(°)
Finishes

Accessory
1

Accessory
2

WL3109
C = CASAMBI
Dimming

3w = 3 3K = 3000K n/a B = Black n/a n/a

WL3109
C = CASAMBI
Dimming

3w = 3 3K = 3000K n/a S = Special n/a n/a

WL3109
C = CASAMBI
Dimming

3w = 3 3K = 3000K n/a W = White n/a n/a

WL3109
C = CASAMBI
Dimming

3w = 3 4K = 4000K n/a B = Black n/a n/a

WL3109
C = CASAMBI
Dimming

3w = 3 4K = 4000K n/a S = Special n/a n/a

WL3109
C = CASAMBI
Dimming

3w = 3 4K = 4000K n/a W = White n/a n/a

WL3109
D = DALI
Dimming

3w = 3 3K = 3000K n/a B = Black n/a n/a

WL3109
D = DALI
Dimming

3w = 3 3K = 3000K n/a S = Special n/a n/a

WL3109
D = DALI
Dimming

3w = 3 3K = 3000K n/a W = White n/a n/a

WL3109
D = DALI
Dimming

3w = 3 4K = 4000K n/a B = Black n/a n/a

WL3109
D = DALI
Dimming

3w = 3 4K = 4000K n/a S = Special n/a n/a

WL3109
D = DALI
Dimming

3w = 3 4K = 4000K n/a W = White n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 3K = 3000K n/a B = Black n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 3K = 3000K n/a S = Special n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 3K = 3000K n/a W = White n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 4K = 4000K n/a B = Black n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 4K = 4000K n/a S = Special n/a n/a

WL3109
K = 0-10V
Dimming

3w = 3 4K = 4000K n/a W = White n/a n/a
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Description
Product
Series

Dimming
Type

Watts
(W)

Colour
Temperature

Optical
Angle

(°)
Finishes

Accessory
1

Accessory
2

WL3109
N = No
Dimming

3w = 3 3K = 3000K n/a B = Black n/a n/a

WL3109
N = No
Dimming

3w = 3 3K = 3000K n/a S = Special n/a n/a

WL3109
N = No
Dimming

3w = 3 3K = 3000K n/a W = White n/a n/a

WL3109
N = No
Dimming

3w = 3 4K = 4000K n/a B = Black n/a n/a

WL3109
N = No
Dimming

3w = 3 4K = 4000K n/a S = Special n/a n/a

WL3109
N = No
Dimming

3w = 3 4K = 4000K n/a W = White n/a n/a

WL3109
T = Triac
Dimming

3w = 3 3K = 3000K n/a B = Black n/a n/a

WL3109
T = Triac
Dimming

3w = 3 3K = 3000K n/a S = Special n/a n/a

WL3109
T = Triac
Dimming

3w = 3 3K = 3000K n/a W = White n/a n/a

WL3109
T = Triac
Dimming

3w = 3 4K = 4000K n/a B = Black n/a n/a

WL3109
T = Triac
Dimming

3w = 3 4K = 4000K n/a S = Special n/a n/a

WL3109
T = Triac
Dimming

3w = 3 4K = 4000K n/a W = White n/a n/a

PRODUCT DESCRIPTION

Mini round LED path light; low-glare. Fixed asymmetric 30° beam. IP65 dimmable. Supplied with recessing tube

Contemporary minimal, glare free. Suitable for step-washing and general orientation lighting.

For more information, please refer to Rotondo data sheet

https://detaillighting.co.uk/wp-content/uploads/2025/02/Rotondo-Data-Sheet.pdf
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