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DT.BS3037-Sagitta (add
suffix see below)

Sagitta Micro

PRODUCT DESCRIPTION

In-ground robust marker light fixed.

Dimmable. IP rated. Low glare. Smallest dimensions.

Great for pathway & orientation lighting in all external
locations.

Unique Product Code: -CUS-HIG-270-300-CRI-3WL-DAL-010-
PHA-ONE-ORD-TWO-WIR

Construction Stainless Steel 316

Colour (RAL
finish)

Custom plated finish, High polish
Stainless Steel 316

Colour temp. 2700K, 3000K, CRI 90

Light source 3W LED (180 lms) 700mA 4v

Macadam <3

Controls DALI, 0-10V, PHASE DIMMING

Dimensions 40 × 38

Cut out
Dimension (mm)

35

Optional
accessories

one-aperture cover, Order driver
separately, two-aperture cover, Wire-
in-series
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VARIATIONS

Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

DALI one-aperture cover

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

DALI Order driver separately

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

High polish Stainless
Steel 316

CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

DALI one-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

DALI Order driver separately

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

Custom plated finish 2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

DALI one-aperture cover
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

DALI Order driver separately

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

Custom plated finish 3000K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

DALI one-aperture cover

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

DALI Order driver separately

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

Custom plated finish CRI 90
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

DALI one-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

DALI Order driver separately

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

DALI two-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

DALI Wire-in-series

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

0-10V one-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

0-10V Order driver separately

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

0-10V two-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

0-10V Wire-in-series

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

one-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Order driver separately

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

two-aperture cover

High polish Stainless
Steel 316

2700K
3W LED (180 lms)
700mA 4v

PHASE
DIMMING

Wire-in-series

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

DALI one-aperture cover
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

High polish Stainless
Steel 316

3000K
3W LED (180 lms)
700mA 4v

DALI Order driver separately

Custom plated finish
Any Colour
temp.

Any Light source DALI one-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source DALI Order driver separately

Custom plated finish
Any Colour
temp.

Any Light source DALI two-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source DALI Wire-in-series

Custom plated finish
Any Colour
temp.

Any Light source 0-10V one-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source 0-10V Order driver separately

Custom plated finish
Any Colour
temp.

Any Light source 0-10V two-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source 0-10V Wire-in-series

Custom plated finish
Any Colour
temp.

Any Light source
PHASE
DIMMING

one-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source
PHASE
DIMMING

Order driver separately

Custom plated finish
Any Colour
temp.

Any Light source
PHASE
DIMMING

two-aperture cover

Custom plated finish
Any Colour
temp.

Any Light source
PHASE
DIMMING

Wire-in-series

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source DALI one-aperture cover

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source DALI Order driver separately

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source DALI two-aperture cover

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source DALI Wire-in-series

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source 0-10V one-aperture cover
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source 0-10V Order driver separately

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source 0-10V two-aperture cover

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source 0-10V Wire-in-series

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source
PHASE
DIMMING

one-aperture cover

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source
PHASE
DIMMING

Order driver separately

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source
PHASE
DIMMING

two-aperture cover

High polish Stainless
Steel 316

Any Colour
temp.

Any Light source
PHASE
DIMMING

Wire-in-series

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source DALI
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source 0-10V
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source
PHASE
DIMMING

Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source DALI
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source 0-10V
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source
PHASE
DIMMING

Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source DALI
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source 0-10V
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source
PHASE
DIMMING

Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source DALI
Any Optional
accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source 0-10V
Any Optional
accessories
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Description Colour (RAL finish)
Colour
temp.

Light source Controls Optional accessories

Any Colour (RAL
finish)

Any Colour
temp.

Any Light source
PHASE
DIMMING

Any Optional
accessories

PRODUCT DESCRIPTION

In-ground robust marker light fixed.

Dimmable. IP rated. Low glare. Smallest dimensions.

Great for pathway & orientation lighting in all external locations.


