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DT.Viale - 0.75w (add suffix
see below)

Viale

PRODUCT DESCRIPTION

Micro In-floor / wall orientation (night lighting).

Dimmable.

IP rated.

Contemporary glare-free low power.

Suitable for general pathways and night-light.

For more information, please refer to Viale Datasheet

Unique Product Code: -ANO-CUS-075-300-400-CRI-DAL-010-
PHA-2PI-SUP-WIR

Construction Aluminium body and bezel

Colour (RAL
finish)

Anodised Aluminium, custom RAL to
order

Light source
0.75w LED (50lms) 12V DC constant
voltage

Colour temp. 3000K, 4000K, CRI 80

Macadam 3

Controls DALI, 0-10V, PHASE DIMMING

Dimensions 41 × 24

Cut out
Dimension (mm)

16

Optional
accessories

n/a

https://detaillighting.co.uk/wp-content/uploads/2022/12/viale_data_sheet_2018_2.pdf
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Special Notes

2-pin extending cable available (3m
long)., Supplied with 1m cable.
Requires remote IP rated driver.
Order separately., Wire-in-parallel.
Consider voltage-drop when
mounting the driver at distance from
the fixture.

VARIATIONS

Description Colour (RAL finish) Light source
Colour
temp.

Controls
Optional

accessories

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

3000K DALI n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

3000K 0-10V n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

3000K
PHASE
DIMMING

n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

4000K DALI n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

4000K 0-10V n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

4000K
PHASE
DIMMING

n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

CRI 80 DALI n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

CRI 80 0-10V n/a

Anodised Aluminium
0.75w LED (50lms) 12V DC
constant voltage

CRI 80
PHASE
DIMMING

n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

3000K DALI n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

3000K 0-10V n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

3000K
PHASE
DIMMING

n/a
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Description Colour (RAL finish) Light source
Colour
temp.

Controls
Optional

accessories

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

4000K DALI n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

4000K 0-10V n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

4000K
PHASE
DIMMING

n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

CRI 80 DALI n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

CRI 80 0-10V n/a

custom RAL to order
0.75w LED (50lms) 12V DC
constant voltage

CRI 80
PHASE
DIMMING

n/a

PRODUCT DESCRIPTION

Micro In-floor / wall orientation (night lighting).

Dimmable.

IP rated.

Contemporary glare-free low power.

Suitable for general pathways and night-light.

For more information, please refer to Viale Datasheet

https://detaillighting.co.uk/wp-content/uploads/2022/12/viale_data_sheet_2018_2.pdf

