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DT.Volans Premium COB
Bass IP65

VOLANS PREMIUM COB
IP65

PRODUCT DESCRIPTION

Robust IP65 LED strip, 10mm wide with invisible Dow
Corning resin coated IP65 480 LEDs/M.

See separate sections for suitable profiles, refer to
datasheet below.

For more information, please refer to Volans Premium
COB IP65 data sheet

Unique Product Code: VOLANSCOBIP65-C-D-K-M-
N-10-15-5-27K-3K-4K-TW-NA-800-1M-2M

Product Series Volans COB IP65

Dimming Type
C = CASAMBI Dimming, D = DALI
Dimming, K = 0-10V Dimming, M =
Mains Dimming, N = No Dimming

Watts (W) 10, 15, 5

Colour
Temperature

27K = 2700K, 3K = 3000K, 4K = 4000K,
TW = 1800-5000k

Optical Angle (°) n/a

Length 800

Supply Lead
Length

1m, 2m

https://detaillighting.co.uk/wp-content/uploads/2025/03/Volans-Premium-COB-IP65.pdf
https://detaillighting.co.uk/wp-content/uploads/2025/03/Volans-Premium-COB-IP65.pdf
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VARIATIONS

Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Optical

Angle (°)
Length

Supply
Lead

Length

Volans COB IP65
M = Mains
Dimming

10 27K = 2700K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

10 27K = 2700K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

10 3K = 3000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

10 3K = 3000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

10 4K = 4000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

10 4K = 4000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

10 TW = 1800-5000k n/a 800 1m

Volans COB IP65
M = Mains
Dimming

10 TW = 1800-5000k n/a 800 2m

Volans COB IP65
M = Mains
Dimming

15 27K = 2700K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

15 27K = 2700K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

15 3K = 3000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

15 3K = 3000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

15 4K = 4000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

15 4K = 4000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

15 TW = 1800-5000k n/a 800 1m

Volans COB IP65
M = Mains
Dimming

15 TW = 1800-5000k n/a 800 2m

Volans COB IP65
M = Mains
Dimming

5 27K = 2700K n/a 800 1m
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Optical

Angle (°)
Length

Supply
Lead

Length

Volans COB IP65
M = Mains
Dimming

5 27K = 2700K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

5 3K = 3000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

5 3K = 3000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

5 4K = 4000K n/a 800 1m

Volans COB IP65
M = Mains
Dimming

5 4K = 4000K n/a 800 2m

Volans COB IP65
M = Mains
Dimming

5 TW = 1800-5000k n/a 800 1m

Volans COB IP65
M = Mains
Dimming

5 TW = 1800-5000k n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

10 27K = 2700K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

10 27K = 2700K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

10 3K = 3000K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

10 3K = 3000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

10 4K = 4000K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

10 4K = 4000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

10 TW = 1800-5000k n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

10 TW = 1800-5000k n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

15 27K = 2700K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

15 27K = 2700K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

15 3K = 3000K n/a 800 1m
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Optical

Angle (°)
Length

Supply
Lead

Length

Volans COB IP65
C = CASAMBI
Dimming

15 3K = 3000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

15 4K = 4000K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

15 4K = 4000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

15 TW = 1800-5000k n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

15 TW = 1800-5000k n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

5 27K = 2700K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

5 27K = 2700K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

5 3K = 3000K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

5 3K = 3000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

5 4K = 4000K n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

5 4K = 4000K n/a 800 2m

Volans COB IP65
C = CASAMBI
Dimming

5 TW = 1800-5000k n/a 800 1m

Volans COB IP65
C = CASAMBI
Dimming

5 TW = 1800-5000k n/a 800 2m

Volans COB IP65 D = DALI Dimming 10 27K = 2700K n/a 800 1m

Volans COB IP65 D = DALI Dimming 10 27K = 2700K n/a 800 2m

Volans COB IP65 D = DALI Dimming 10 3K = 3000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 10 3K = 3000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 10 4K = 4000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 10 4K = 4000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 10 TW = 1800-5000k n/a 800 1m

Volans COB IP65 D = DALI Dimming 10 TW = 1800-5000k n/a 800 2m

Volans COB IP65 D = DALI Dimming 15 27K = 2700K n/a 800 1m

Volans COB IP65 D = DALI Dimming 15 27K = 2700K n/a 800 2m
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Optical

Angle (°)
Length

Supply
Lead

Length
Volans COB IP65 D = DALI Dimming 15 3K = 3000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 15 3K = 3000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 15 4K = 4000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 15 4K = 4000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 15 TW = 1800-5000k n/a 800 1m

Volans COB IP65 D = DALI Dimming 15 TW = 1800-5000k n/a 800 2m

Volans COB IP65 D = DALI Dimming 5 27K = 2700K n/a 800 1m

Volans COB IP65 D = DALI Dimming 5 27K = 2700K n/a 800 2m

Volans COB IP65 D = DALI Dimming 5 3K = 3000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 5 3K = 3000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 5 4K = 4000K n/a 800 1m

Volans COB IP65 D = DALI Dimming 5 4K = 4000K n/a 800 2m

Volans COB IP65 D = DALI Dimming 5 TW = 1800-5000k n/a 800 1m

Volans COB IP65 D = DALI Dimming 5 TW = 1800-5000k n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 10 27K = 2700K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 10 27K = 2700K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 10 3K = 3000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 10 3K = 3000K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 10 4K = 4000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 10 4K = 4000K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 10 TW = 1800-5000k n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 10 TW = 1800-5000k n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 15 27K = 2700K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 15 27K = 2700K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 15 3K = 3000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 15 3K = 3000K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 15 4K = 4000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 15 4K = 4000K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 15 TW = 1800-5000k n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 15 TW = 1800-5000k n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 5 27K = 2700K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 5 27K = 2700K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 5 3K = 3000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 5 3K = 3000K n/a 800 2m
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Optical

Angle (°)
Length

Supply
Lead

Length
Volans COB IP65 K = 0-10V Dimming 5 4K = 4000K n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 5 4K = 4000K n/a 800 2m

Volans COB IP65 K = 0-10V Dimming 5 TW = 1800-5000k n/a 800 1m

Volans COB IP65 K = 0-10V Dimming 5 TW = 1800-5000k n/a 800 2m

Volans COB IP65 N = No Dimming 10 27K = 2700K n/a 800 1m

Volans COB IP65 N = No Dimming 10 27K = 2700K n/a 800 2m

Volans COB IP65 N = No Dimming 10 3K = 3000K n/a 800 1m

Volans COB IP65 N = No Dimming 10 3K = 3000K n/a 800 2m

Volans COB IP65 N = No Dimming 10 4K = 4000K n/a 800 1m

Volans COB IP65 N = No Dimming 10 4K = 4000K n/a 800 2m

Volans COB IP65 N = No Dimming 10 TW = 1800-5000k n/a 800 1m

Volans COB IP65 N = No Dimming 10 TW = 1800-5000k n/a 800 2m

Volans COB IP65 N = No Dimming 15 27K = 2700K n/a 800 1m

Volans COB IP65 N = No Dimming 15 27K = 2700K n/a 800 2m

Volans COB IP65 N = No Dimming 15 3K = 3000K n/a 800 1m

Volans COB IP65 N = No Dimming 15 3K = 3000K n/a 800 2m

Volans COB IP65 N = No Dimming 15 4K = 4000K n/a 800 1m

Volans COB IP65 N = No Dimming 15 4K = 4000K n/a 800 2m

Volans COB IP65 N = No Dimming 15 TW = 1800-5000k n/a 800 1m

Volans COB IP65 N = No Dimming 15 TW = 1800-5000k n/a 800 2m

Volans COB IP65 N = No Dimming 5 27K = 2700K n/a 800 1m

Volans COB IP65 N = No Dimming 5 27K = 2700K n/a 800 2m

Volans COB IP65 N = No Dimming 5 3K = 3000K n/a 800 1m

Volans COB IP65 N = No Dimming 5 3K = 3000K n/a 800 2m

Volans COB IP65 N = No Dimming 5 4K = 4000K n/a 800 1m

Volans COB IP65 N = No Dimming 5 4K = 4000K n/a 800 2m

Volans COB IP65 N = No Dimming 5 TW = 1800-5000k n/a 800 1m

Volans COB IP65 N = No Dimming 5 TW = 1800-5000k n/a 800 2m

PRODUCT DESCRIPTION

Robust IP65 LED strip, 10mm wide with invisible Dow Corning resin coated IP65 480 LEDs/M.
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See separate sections for suitable profiles, refer to datasheet below.

For more information, please refer to Volans Premium COB IP65 data sheet

https://detaillighting.co.uk/wp-content/uploads/2025/03/Volans-Premium-COB-IP65.pdf

