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DT.BS3217

Waite25 IP65

PRODUCT DESCRIPTION

Decorative stick light, with ground spike mounting for
paths and borders. IP65. 24v driver required.

For more information, please refer to the Waite25 IP65
data sheet

Unique Product Code: DTB-2DR-C-D-K-N-3-27K-3K-4K-CTC-
DBD-600-900

Product Series DT.BS3217

Dimming Type
2 = DRIVER TABLE P.2, C = CASAMBI
Dimming, D = DALI Dimming, K =
0-10V Dimming, N = No Dimming

Watts (W) 3

Colour
Temperature

27K = 2700K, 3K = 3000K, 4K = 4000K

Colour (RAL
finish)

CT = Corten Finish, DB = Deep Bronze

Length 600, 900

VARIATIONS

Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Colour (RAL

finish)
Length

DT.BS3217 2 = DRIVER TABLE P.2 3 27K = 2700K CT = Corten Finish 600

DT.BS3217 2 = DRIVER TABLE P.2 3 27K = 2700K CT = Corten Finish 900

https://detaillighting.co.uk/wp-content/uploads/2025/07/Waite-25-DT.BS3217-Path-border-light-IP65.pdf
https://detaillighting.co.uk/wp-content/uploads/2025/07/Waite-25-DT.BS3217-Path-border-light-IP65.pdf
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Colour (RAL

finish)
Length

DT.BS3217 2 = DRIVER TABLE P.2 3 27K = 2700K
DB = Deep
Bronze

600

DT.BS3217 2 = DRIVER TABLE P.2 3 27K = 2700K
DB = Deep
Bronze

900

DT.BS3217 2 = DRIVER TABLE P.2 3 3K = 3000K CT = Corten Finish 600

DT.BS3217 2 = DRIVER TABLE P.2 3 3K = 3000K CT = Corten Finish 900

DT.BS3217 2 = DRIVER TABLE P.2 3 3K = 3000K
DB = Deep
Bronze

600

DT.BS3217 2 = DRIVER TABLE P.2 3 3K = 3000K
DB = Deep
Bronze

900

DT.BS3217 2 = DRIVER TABLE P.2 3 4K = 4000K CT = Corten Finish 600

DT.BS3217 2 = DRIVER TABLE P.2 3 4K = 4000K CT = Corten Finish 900

DT.BS3217 2 = DRIVER TABLE P.2 3 4K = 4000K
DB = Deep
Bronze

600

DT.BS3217 2 = DRIVER TABLE P.2 3 4K = 4000K
DB = Deep
Bronze

900

DT.BS3217
C = CASAMBI
Dimming

3 27K = 2700K CT = Corten Finish 600

DT.BS3217
C = CASAMBI
Dimming

3 27K = 2700K CT = Corten Finish 900

DT.BS3217
C = CASAMBI
Dimming

3 27K = 2700K
DB = Deep
Bronze

600

DT.BS3217
C = CASAMBI
Dimming

3 27K = 2700K
DB = Deep
Bronze

900

DT.BS3217
C = CASAMBI
Dimming

3 3K = 3000K CT = Corten Finish 600

DT.BS3217
C = CASAMBI
Dimming

3 3K = 3000K CT = Corten Finish 900

DT.BS3217
C = CASAMBI
Dimming

3 3K = 3000K
DB = Deep
Bronze

600

DT.BS3217
C = CASAMBI
Dimming

3 3K = 3000K
DB = Deep
Bronze

900

DT.BS3217
C = CASAMBI
Dimming

3 4K = 4000K CT = Corten Finish 600

DT.BS3217
C = CASAMBI
Dimming

3 4K = 4000K CT = Corten Finish 900
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Colour (RAL

finish)
Length

DT.BS3217
C = CASAMBI
Dimming

3 4K = 4000K
DB = Deep
Bronze

600

DT.BS3217
C = CASAMBI
Dimming

3 4K = 4000K
DB = Deep
Bronze

900

DT.BS3217 D = DALI Dimming 3 27K = 2700K CT = Corten Finish 600

DT.BS3217 D = DALI Dimming 3 27K = 2700K CT = Corten Finish 900

DT.BS3217 D = DALI Dimming 3 27K = 2700K
DB = Deep
Bronze

600

DT.BS3217 D = DALI Dimming 3 27K = 2700K
DB = Deep
Bronze

900

DT.BS3217 D = DALI Dimming 3 3K = 3000K CT = Corten Finish 600

DT.BS3217 D = DALI Dimming 3 3K = 3000K CT = Corten Finish 900

DT.BS3217 D = DALI Dimming 3 3K = 3000K
DB = Deep
Bronze

600

DT.BS3217 D = DALI Dimming 3 3K = 3000K
DB = Deep
Bronze

900

DT.BS3217 D = DALI Dimming 3 4K = 4000K CT = Corten Finish 600

DT.BS3217 D = DALI Dimming 3 4K = 4000K CT = Corten Finish 900

DT.BS3217 D = DALI Dimming 3 4K = 4000K
DB = Deep
Bronze

600

DT.BS3217 D = DALI Dimming 3 4K = 4000K
DB = Deep
Bronze

900

DT.BS3217 K = 0-10V Dimming 3 27K = 2700K CT = Corten Finish 600

DT.BS3217 K = 0-10V Dimming 3 27K = 2700K CT = Corten Finish 900

DT.BS3217 K = 0-10V Dimming 3 27K = 2700K
DB = Deep
Bronze

600

DT.BS3217 K = 0-10V Dimming 3 27K = 2700K
DB = Deep
Bronze

900

DT.BS3217 K = 0-10V Dimming 3 3K = 3000K CT = Corten Finish 600

DT.BS3217 K = 0-10V Dimming 3 3K = 3000K CT = Corten Finish 900

DT.BS3217 K = 0-10V Dimming 3 3K = 3000K
DB = Deep
Bronze

600

DT.BS3217 K = 0-10V Dimming 3 3K = 3000K
DB = Deep
Bronze

900

DT.BS3217 K = 0-10V Dimming 3 4K = 4000K CT = Corten Finish 600

DT.BS3217 K = 0-10V Dimming 3 4K = 4000K CT = Corten Finish 900
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Description Product Series Dimming Type
Watts

(W)
Colour

Temperature
Colour (RAL

finish)
Length

DT.BS3217 K = 0-10V Dimming 3 4K = 4000K
DB = Deep
Bronze

600

DT.BS3217 K = 0-10V Dimming 3 4K = 4000K
DB = Deep
Bronze

900

DT.BS3217 N = No Dimming 3 27K = 2700K CT = Corten Finish 600

DT.BS3217 N = No Dimming 3 27K = 2700K CT = Corten Finish 900

DT.BS3217 N = No Dimming 3 27K = 2700K
DB = Deep
Bronze

600

DT.BS3217 N = No Dimming 3 27K = 2700K
DB = Deep
Bronze

900

DT.BS3217 N = No Dimming 3 3K = 3000K CT = Corten Finish 600

DT.BS3217 N = No Dimming 3 3K = 3000K CT = Corten Finish 900

DT.BS3217 N = No Dimming 3 3K = 3000K
DB = Deep
Bronze

600

DT.BS3217 N = No Dimming 3 3K = 3000K
DB = Deep
Bronze

900

DT.BS3217 N = No Dimming 3 4K = 4000K CT = Corten Finish 600

DT.BS3217 N = No Dimming 3 4K = 4000K CT = Corten Finish 900

DT.BS3217 N = No Dimming 3 4K = 4000K
DB = Deep
Bronze

600

DT.BS3217 N = No Dimming 3 4K = 4000K
DB = Deep
Bronze

900

PRODUCT DESCRIPTION

Decorative stick light, with ground spike mounting for paths and borders. IP65. 24v driver required.

For more information, please refer to the Waite25 IP65 data sheet

https://detaillighting.co.uk/wp-content/uploads/2025/07/Waite-25-DT.BS3217-Path-border-light-IP65.pdf
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