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POLARIS2   65 Product Code DT.RJ47-90 / (add suffix see below) IP20 Zone 3 LED IEE : A+ EN 60598.

DESCRIPTION /     

WHY USE THIS:

material light fixture Die Cast Aluminium technical performance

colours & finish/ (suffix)

light source & voltage

options

(PLEASE CONTACT US FOR 

ALTERNATIVE SOURCES)

colour temperature /(suffix)

CRI (colour render) /(suffix)

MacAdam

Controls options /(suffix) Phase Dimming

DALI

0-10v

Optional Accessories

AV. Weight (kg) 1.8

Emergency Available? No

contact Detail lighting for all .ies files

Special Notes 

Rectangular miniature LED Recessed trimless downlight, fixed. C/W fixing 

frame.

Contemporary look, minimum dimensions.                                                          

Trimless with good output. Suitable for general downlight applications.

a) 12w x2 LED 30 deg (2800 lms) 700mA   17.14v  x2

b) 

c)

141 x 72

d) 

Remote driver required.

Requires first-fix frame before plastering                                                                                

<3

Dimensions (mm)

h113x 139 x 69

Cut-out (mm)

2700K / 3000K / 4000K (tuneable to order)

90

Black - 10 or -RAL...
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INSTALLATION

1)  Always ensure power is 

isolated prior to undertaking 

any electrical work.

2) Cut hole in ceiling to size 

specified for frame, at this 

point separate the inner 

componant (gimbal) from the 

frame by removing the two 

screws inside fitting. Secure 

frame to ceiling and plaster 

skim to suit.

3) make electrical connections 

as necessary, pass driver 

through ring into ceiling void 

at this time.

4) inner component can now 

be fitted into outer frame 

with supplied screws.  For 

wall washing ensure unit is 

fitted to allow maximum tilt 

and ensure adequate 

clearance to any joists or 

obstructions.

TECH NOTES:                                                                                  

Allow minimum free space of 20mm - 25mm above fixture.  

For minimum height see above specification sheet.

WARNINGS:                                                                                                                 

Do not cover top of fitting with insulation, as doing so will cause 

fitting to overheat substantially compromising its life span. 

Always be aware of any heating or hot water pipes which may 

cause ambient temperature to exceed 40°c

25mm
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