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MINI ALLEGRO
Description
Recessed down-light fixed with optional anti-glare shield. Dimmable, IP rated.

Smallest dimensions, discreet with medium or narrow beam. Great for niches and soffits also

24vDC for easier wiring 
.

Light Source
Option A. Luminus CXM-4  3W DC24V   36°
Option B. Luminus CXM-4  3W DC24V    15

CCT available     2700K / 3000K   

Dimming: Phase, 0-10v, DALI (remote). Casambi allows dimming control of each fixture

Special Notes: Supplied with conversion spring for use as niche-light
optional anti-glare ‘half-shield
custom finishes subject to order

Materials
Die-cast aluminium, Stainless steel 316S (marine grade)

Colour finish
Brushed stainless steel or -RAL  

Cut-out (mm)        35 mm  (fixed by spring)                                                                 Weight (KG) 0.15

All products produced in accordance to EN60598 

Code : DT. BS3157 NICHE



We reserve the right to change or withdraw 
specifications without prior notice  E.&.O.E

Accessories available to order

-anti-glare ‘half-shield’

Mini Allegro – NICHE
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WARNINGS - all enclosures and fittings for external 
lights must be at least IP65 - allow adequate drainage 
around fittings.

REDUCE CABLE SIZE IN ORDER TO 
MAKE SECURE CONNECTION

PARALLEL WIRED

Remote driver required 24v DC

39.5

39.5

Driver does not pass through hole

Supplied with fixing circlip for 
recessing in void




