
Castelli IP65 decorative stick-light 24v DC

DT.BS3095 Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

Product information

sales@detaillighting.co.uk

H –G –F –
Length 
mm

E –
Colour finish

D –
Colour temp. (k) 

C-
Wattage (w)

B-
Dimming type

A-
Product

1040Brushed brass = BB2700k = 27K2WN = No dimmingDT.BS3095

1340Aged bronze = AB3000k = 3KD = DALI

4000k = 4KK = 0-10V

C = CASAMBI

Code composition example： DT.BS3095- C- 2 - 27K –BB-1040

(A)                     (B)  (C)      (D)    (E)       (F)    

Brass post & PMMA diffuserConstruction:

DT.BS3095 … complete code builder belowFamily Product code: 

Ground spike mountingMounting / Track System:

24vInput Voltage (v): 

On/Off, Mains, DALI, 0-10v, Casambi …..select Driver:

Osram 2w,   172lmsLight source: luminaire:

86 Lm/WLumens/W:

3SDCM

50,000h L80B20Lifetime：

n/aRotation Angle (degree):

360°Angle (degree):

65IP Rating:

Replaceable chip, driver & cableSustainable / maintenance:

-20 ~+45Temperature (°C) Material:

Brushed brass,  Aged bronze …..select Fitting Colours:

0.3Weight: (Kg):

25

Supplied with 2m 
cable



DRIVER TABLE 

DT.APC-8-7008w non dim

DT.EPV-24-2424w non dim

DT.EPV-40-2440w non dim

DT.EPV-60-2460w non dim

DT.EPV-100-24100w non dim

DT.SL-VB-24150D020150w non dim

DT.HLG-240H-24A240w non dim

DT.ELED-15-24T15w MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-30P-24T30w MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-60P-24T 60W MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-100P-24T 100W MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-150P-24T 150W MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-200P-24T 200W MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-300P-24T300W MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-360P-24T360w MAINS DIM - 24V (LEADING & TRAILING EDGE)

DT.ELED-20-24V20w 0-10v DIM - 24V

DT.ELED-45-24V45w 0-10v DIM - 24V

DT.ELED-60-24V 60W 0-10v DIM - 24V

DT.ELED-100-24V 100W 0-10v DIM - 24V

DT.ELED-200-24V 200W 0-10v DIM - 24V

DT.ELED-300-24V300w 0-10v DIM - 24V

DT.ELED-30-24DP230w DALI drivers - 24v

DT.ELED-60-24DP260w DALI drivers - 24v

DT.ELED-100-24DP2100w DALI drivers - 24v

DT.ELED-200-24DP2200w DALI drivers - 24v

DT.ELED-360-24DP2360w DALI drivers - 24v

Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

Castelli IP65 decorative stick-light 24v DC

DT.BS3095

NB for outdoor use drivers should be enclosed in suitable IP box, 24v DC parallel wired


