Punto Square Trimless Fixed

LED low glare

Detail | lighting

Norms: EN 60598-1, EN 60598-2-1, EN 62471, EN 62493

Product information

PN = zessirc 3 2 &)(V) croos

Construction

General Product code :
Mounting System:

Input Voltage (v):

Diriver

Light source: luminaire
Lm/W

SDCM

Lifetime :

Tilting Angle (degree): Tilting
Rotation Angle (degree):

IP Rating:

Sustainable / maintenance

Temperature (°C) Material:

Fitting Colors:

N.W.lamp (Kg) :

Die-cast aluminium

DT.5978 ...select code below
Ceiling recessed

220-240V (remote driver)

Mains dimming DALI, 0-10v, Casambi ... select
10w LED (940 Ims nom.) or 14w LED (1300 Ims nom.), GU10 ..select
92 Lm/W

<3

50.000h ( L80-B10, Ta25°C )

fixed
fixed

20 (IP44 insert available)

Replaceable Chip & driver

-20 ~+50

9016 texture White / 9017 texture Black / .....select

(RAL finishes to special order)

0.3

Beam 10w Beam ° 14w
15° 900 Im.

24° 940 20° 1300
36° 920 36° 1300
50° 920 50° 1280

Code composition example : DT.5978-K-14 - 27K -36-W-SL-IP

!

117

[Im

099

Cu-out 100 x 100mm

= Avoid embodied carbon

sales(@detaillighting.co.uk

(A) (B) () (D) (E) (F) (G)(H)
A- B- & D- E- F- G- H-
Product Dimming type Wattage (w) Colour temp. (k) Beam angle ° Colour Accessory 1 Accessory 2
finish
DT5978 T = Mains dimming 10 2400k = 24K 15 W (white) Soften lens = SL IP44 insert = IP
= 14 2700k = 27K 20 =
D = DALI B (black) :oneycomb
S (RAL
K = 0-10V 6.5 =(GU10) 3000k = 3K 24 (RAL)
C = CASAMBI 4000k = 4K 36
D2W 50
(DT8) Tunable 1800k — 5800k = TW
. = Repair key components
A Repalr = Upgrade to latest spec. (all brands)

WHY REPLACE?

= Responsible recycling

WEEE: M0235AA




Punto Sqaure Trimless Fixed Detail | lighting
LED low glare
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Accessories available to order

-IP44 insert

Trimless

<>

Install the brackets inside the ceiling opening.

Montare le staffe all'interno dell'apertura del controsoffitto.
Installieren Sie die Klammern in der Deckendffnung
Installez les supports a lntérieur de l'ouverture du plafond

Instale los soportes dentro de la abertura del techo. We reserve the I'Ight to Change Or WlthdraW
specifications without prior notice E.&.O.E

Repair key components

Upgrade to latest spec. (all brands)
Avoid embodied carhon
Responsible recycling

Repair

WHY REPLACE?

WEEE: M0235AA



