
Die-cast aluminiumConstruction:

DT.3581 … complete code builder belowFamily Product code: 

Ceiling recessedMounting / Track
System:

220-240V  (remote driver)Input Voltage (v): 

Mains dim, DALI, 0-10v, Casambi …..select Driver:

COB 15w LED 350mA 36v  CLU028 1202Light source: luminaire:

91 Lm/WLumens/W:

<3SDCM

50.000h（L80-B10, Ta25°C）Lifetime：

FixedTilt Angle (degree):

FixedRotation 

65IP Rating:

Replaceable Reflector, Chip & driverSustainable / maintenance:

-20 ~+40Temperature (°C) Material:

9016 Matt White / 9017 Matt black / RAL …..select        Fitting Colours:

0.5Weight: (Kg):

Voleos trimless
LED Recessed fixed IP65 – Fire rated Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

Product information
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H –
Accessory 2

G –
Accessory 1

F -
Colour finish
TRIM

E –
Beam angle °

D –
Colour temp. (k) 

C-
Wattage (w)

B-
Dimming type

A-
Product

N/AEtched glass = EW (white)232400k = 24K15N = No dimmingDT.3581

B (black)362700k = 27KT =  Triac

S (special)3000k = 3KD = DALI

4000k = 4KK = 0-10V

C = CASAMBI

Code composition example： DT.3581 -K-15 - 4K -60- B - B

(A)               (B)  (C)      (D)    (E)     (F)   (G)  

15wBeam °

1268 lm.23°

1277 lm.36°

IP65

IP65


