
Quadro Double Directional Downlight
LED Directional low glare Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

N.W. lamp (Kg)： 0.5

Product information

Construction

General Product code：

Mounting System:

Input Voltage (v): 

Diriver

Light source: luminaire

Lm/W

SDCM

Lifetime：

Rotation Angle (degree): 

Angle Tilting (degree):

IP Rating:

Sustainable / maintenance

Temperature (°C) Material:

Fitting Colors:

Die-cast aluminium

DT.1274…..select code below

Ceiling recessed

220-240V (remote driver)

Mains dimming DALI, 0-10v, Casambi …..select
10w LED (940 lms nom.) or 14w LED (1300 lms nom.),  GU10 ..select

92 Lm/W

<3

50.000h（L80-B10, Ta25°C）

355°

30°

20

Replaceable Chip & driver

-20 ~+50

9016 texture White / 9017 texture Black /  …..select

(RAL finishes to special order)

sales@detaillighting.co.uk

H –
Accessory 2

G –
Accessory 1

F -
Colour
finish

E –
Beam 
angle °

D –
Colour temp. (k) 

C-
Wattage (w)

B-
Dimming type

A1-
IP 
rating

A-
Product

Fire-rated EN1363-1 =FRSoften lens = SLW (white)152400k = 24K10 x2 = 20T =  Mains dimming20DT.1274

Honeycomb = HLB (black)202700k = 27K14 x 2 = 28D = DALI54

S (RAL)
243000k = 3K6.5 (GU10) – 13wK = 0-10V

364000k = 4KC = CASAMBI

50D2W

(DT8) Tunable 1800k –
5800k = TW

Code composition example： DT.1274-20- C-20 - 27K -36-W-SL-FR

(A)     (A1)   (B)  (C)      (D)       (E)   (F)   (G)    (H)

14w (x2)Beam  °10w (x2)Beam °

1800 lm.900 lm.15°

188020°94024°

184036°92036°

184050°92050°


