
Die-cast aluminiumConstruction:

ALT45 … complete code builder belowFamily Product code: 

Track MountedMounting / Track System:

48vInput Voltage (v): 

On/Off, DALI, 0-10v, Casambi …..select Driver:

COB LED 11w CRI92 Light source: luminaire:

82 Lm/WLumens/W:

<3SDCM

50.000h（L80-B10, Ta25°C）Lifetime：

350Rotation Angle (degree):

90Angle (degree):

20IP Rating:

Replaceable Lens, Chip & adaptorSustainable / maintenance:

-20 ~+40Temperature (°C) Material:

9016 Matt White / 9017 Matt black …..select        Fitting Colors:

0.2Weight: (Kg):

ALT45   48v
LED Track Light Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

Product information

Code composition example： ALT45-L11 -D- 11- 3K- 32- B- L01- N/A

Honeycomb

L01

Oval diffuser

L02

Soft lens

L03

sales@detaillighting.co.uk

11wBeam °

850 lm.14°

902 lm.20°

860 lm.32°

800 lm.56°

H –
Accessory 2

G –
Accessory 1

F -
Colour finish

E –
Beam angle °

D –
Colour temp. (k) 

C-
Wattage (w)

B-
Dimming type

A-
Product

N/AL01 = HoneycombW (white)142700K = 27K11N = No dimming  ALT45-L11

L02 = Oval diffuserB (black)203000k = 3KD = DALI

L03 = DiffuserS (special)324000k = 4KK = 0-10V

N/A56C = CASAMBI

(A)                   (B)    (C)    (D)     (E)   (F)   (G)       (H)


