
Cursa Quadro Mini 
OUTDOOR FLOOR WASHLIGHT Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493

N.W. lamp (Kg)： 0.8

Product information

Construction

General Product code： 

Mounting / Track System:

Input Voltage (v): 

Driver
Light source: luminaire
Lm/W
SDCM

Lifetime：

Rotation Angle (degree): 
Tilt angle (degree):

IP Rating:
Sustainable / maintenance

Temperature (°C) Material:

Fitting Colors:

Die-cast aluminium

WL3431 ..select code below
Wall mounted

220-240V

(Remote 24v DC order driver separately  p.2)
2w LED (100 lms) Osram 2835 SMD 24v DC     UGR19
50 Lm/W

3
50.000h L90 B20

n/a

n/a

65

Replaceable diffuser, Chip & driver

-20 ~+50

Stainless, 9016 texture White / 9017 texture Black …..select below
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A-
Product

B-
Dimming type

C-
Wattage (w)

D –
Colour temp. (k) 

E –
Beam angle °

F -
Colour finish

G –
Accessory 1

H –
Accessory 2

WL3146 N = No dimming 2 2700K = 27k N/A W (white) N/A N/A

T =  Triac 3000k = 3K B (black)

D = DALI 4000k = 4K
SS (Stainless)

K = 0-10V S  (Special)

Code composition example： WL3146 -T- 2 - 27K - N/A -B

(A)               (B)   (C)      (D)           (E)     (F)
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Cursa Quadro Mini 
OUTDOOR FLOOR WASHLIGHT Norms: EN 60598-1, EN 60598-2-1, EN 62471，EN 62493
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DRIVER TABLE Part ref

30w Mains Dimmable DT.ELED-30P-24T

20w 0-10v/1-10v DT.ELED-20-24V

30w DALI Dimmable DT.ELED-30-24DP2
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